DORN
BRACHT

MEM Wall valve - Brushed Durabrass (23kt Gold)

MEM

36 310 782

Required miscellaneous

e rosette 60 x 60 mm

Note: Important! The minimum recess depths
make it necessary to have awall of 2x 6
crosspieces.

Note: Important! The minimum recess depths make
it necessary to have a wall of 2 x 6 crosspieces.

Wall valve clockwise closing 1/2" - 35 621 970-90
¥il¢we.. emin. recess depth 85 mm

6

We reserve the right to change designs, product range and technical specifications without prior notice.
More information can be found at: www.dornbracht.com +49 (0) 2371 8899 900 mail@dornbracht.com

&gy  emax. recess depth 130 mm

0010

‘ Brushed
k Durabrass (23kt
Gold)

36 310 782-28

Chrome

36 310 782-00

‘Brushed Platinum

36 310 782-06

Platinum

36 310 782-08

.Dark Chrome

36 310 782-19

‘Brushed Dark
Brass

36 310 782-39

Brushed
Champagne (22kt
Gold)

36 310 782-46

Champagne (22kt
Gold)

36 310 782-47

Cyprum

36 310 782-49

‘Brushed Chrome

36 310 782-93

Brushed Dark
Platinum

36 310 782-99
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mm [inches]
060[2%'] a2[1%"

Codes & Standards
ADA
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