DORN
BRACHT

Rain shower for recessed ceiling installation with light 300 mm - Brushed TARA
Durabrass (23kt Gold)
28 034 970
e rain shower @ 300 mm Y Brushed
© PURE RAIN, max. flow rate 12 I/min (at 3 bar) % gzlrg)brass (23Kt 28034 970-28

e PURIFY RAIN, max. flow rate 6 I/min (at 3 bar)
e min. recess depth 137 mm

e with anti-scale system

e 12V DC (CV) 1
e ZigBee Light Link RGBW controller Brushed Platinum 28 034 970-06
e Provided by customer: Zigbee gateway
e Not suitable for use in a steam room.

Chrome 28 034 970-00

includes light bulbs with a Class G energy Platinum 28 034 970-08
i efficiency
Fits: TARA, LISSE, VAIA, META
includes light bulbs with a Class G energy efficiency Dark Chrome 2803497019
Light Gold 28 034 970-26
| :
Brushed Light Gold 28 034 970-27

B
.Matte Black 28 034 970-33
igarushed Bronze 28 034 970-42

IBrushed
Champagne (22kt 28 034 970-46
= Gold)

Champagne (22kt 28 034 970-47

Gold)
1
Brushed Chrome 28 034 970-93
-B”"?‘he‘j Dark 28 034 970-99
Platinum

Required miscellaneous

P, Concealed ceiling installation box 35 034 970 90
for recessed ceiling installation
with light -
eflush-mounted reflection box @ 360
mm RAL 9003 signal white
erecess depth 137mm
o2x female thread 1/2" outlet
econcealed rough parts
eSupply pipe 7 m
eswitching power supply input
voltage: 50 to 60 Hz - 100 to 240
VAC
eQutput 12V DC SELV / Class 2
eZigBee Light Link RGBW controller
eMust be provided by customer:
Zigbee gateway

We reserve the right to change designs, product range and technical specifications without prior notice.
More information can be found at: www.dornbracht.com +49 (0) 2371 8899 900 mail@dornbracht.com 1/5 9/19/2024
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Flow rate chart
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Codes & Standards
DIN 4109 ISO 3822 Scottish Water UK Water Supply
Byelaws Regulations

U-Zeichen
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Certificates

LGA_38 WRAS_240502
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Durabrass (23kt Gold)

28 034 970
Product version from 5/1/2022
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Spare parts list

Product version from 5/1/2022

No. Item Number Name Quantity used  Delivery time

90 10 01 221 00 90 electronic accessories 4

2
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