DORN
BRACHT

Rain shower with ceiling fixing 400 mm - Dark Chrome

TARA

28699 970

e rain shower @ 400 mm

o PURE RAIN, max. flow rate 20 I/min (at 3 bar)

e Max. flow rate 20 I/min (at 3 bar)
e Function from: 12 I/min

e rosette @ 60 mm optional

e 1/2" connection

e with anti-scale system

e quick clearing

¢ WRAS 1707033

i Product change as of 1st April 2024: max. flow
Fits: TARA, LISSE, VAIA, META 201/min

Recommended miscellaneous

Concealed wall elbow - 35085970 90
emax. recess depth 163 mm
emin. recess depth 90 mm

We reserve the right to change designs, product range and technical specifications without prior notice.
More information can be found at: www.dornbracht.com +49 (0) 2371 8899 900 mail@dornbracht.com

. Dark Chrome

28 699 970-19

Chrome

28 699 970-00

Brushed Platinum

28 699 970-06

Platinum

28 699 970-08

Brushed Durabrass
(23kt Gold)

28 699 970-28

.Matte Black

28 699 970-33

Brushed
Champagne (22kt
Gold)

28 699 970-46

Champagne (22kt
| Gold)

28 699 970-47

1
Brushed Chrome

28 699 970-93

Brushed Dark
Platinum

28 699 970-99
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