DORN
BRACHT

Rain shower flush mounted with light 11-3/4" - Brushed Champagne (22kt Gold)

28 034 970

Product version from 5/1/2022

Required article

o Rain shower diameter 11-3/4"

o PURE RAIN, flow rate max. 1.8 gpm (at 3 bar)

o PURIFY RAIN, flow rate max. 1.6 gpm (at 3 bar)
e Min. rough in depth 5-3/8"

e Descaling system

Ceiling module power supply

e 12V DC (CV)
Spot lighting

e Color LED light RGBW
e Lights protected against splashing

Ambient lighting

e Color LED light RGBW
e Lights protected against splashing

Control

e ZigBee Light Link RGBW Controller
e To be provided by the customer: Zighee Gateway

Environment

o Not suitable for outdoor use.

o Not suitable for use in a steam room.

o Not suitable for use in chlorinated or salty
environments.

e Observe the regulations concerning protected
zones specified in DIN VDE 0100, Part 701 (IEC
60364-7-701).

e Dornbracht recommends consulting a systems
integrator.

To meet the North American plumbing
standards, this application must be installed
with a diverter (rough included).

Diverter trim is sold separately

To meet the North American plumbing standards,
this application must be installed with a diverter
(rough included).

Diverter trim is sold separately
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ePre-assembly kit for three-way
diverter included

eMust be provided by the customer:

Zigbee Gateway!

Model/program/technical modifications and error excepted

For more information see: www.dornbracht.com + 49 (0) 2371 8899 900 mail@dornbracht.com
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Certificates

IAPMO_4976

Model/program/technical modifications and error excepted
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Spare parts list

Number Item Number Designation Number of units Lead time

1 9010012210090 electronic accessories 1 2

2 902403309 0290 connection 1 2

3 901001 22500 90 electronic accessories 2
Model/program/technical modifications and error excepted
For more information see: www.dornbracht.com + 49 (0) 2371 8899 900 mail@dornbracht.com 4/4 2/4/2025



